Electronic/Operations Shelters (S-280, TYQ-23, S-80, S-80A, TSQ-91, TSQ-92)

GRM-94 Maintenance Van
S-250 Mobile tactical shelter 

Dimensions: Exterior 7'-3"L × 6'-7"W × 5'-10"H, Interior 6'-8"L x 6'-3"W x 5'-4"H

Weight: 770 lbs.

Payload: 2530 lbs.

Construction: Foam & Beam

Prime Mover: HMMWV, M1028 CUCV

Notes: Designed for housing communications and electronics equipment; Includes Cable Lift & Tie Down Assembly

S-280 Mobile tactical shelter

Dimensions: Interior 11'-6"L × 6'-10"W × 6'-5"H, Exterior 12'-3"L × 7'-3"W × 7'-3"H

Weight: 1400 lbs.

Payload: 7100 lbs.

Construction: Foam & Beam

Prime Mover: 5 Ton Truck

Notes: Designed for housing communications & electronics equipment; Includes Cable Lift & Tie Down Assembly


S-530 Expandable Shelter (Two Shelters Expands to Volume of Three Shelters - 3:2)

Dimensions: Interior (Non-Expanded) 11'-5"L × 6'-7"W × 6'-9"H, Interior (Expanded) 11'-5"L × 20'-4"W × 6'-9"H, Exterior 12'-2"L × 7'-3"W × 7'-6'’H

Weight: 4500 lbs.

Payload: 2000 lbs.

Gross Weight: 6500 lbs.

Construction: Nomex Honeycomb Core

Two Shelters are joined for Expanded Mode

Erection: Six Soldiers - 45 Minutes
Notes: Configured shelters are intended for use as electrical maintenance shops. Designed for transport by mobilizer, fixed wing aircraft, rail or ship. Can be operated as a single self-contained unit or two shelters can be mated to give approximately three times the work area of a single. To expand, side panel forms roof or floor and the extra end panel of each shelter forms wall surfaces.
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S-80 Shelter, Operations

Notes: Wood arch and insulated blanket construction.  Wooden packing crates became the floor.
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S-80A Shelter, Operations

Notes: Aluminum frame and panel construction
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TSQ-165 Modular TACC

TSQ-61 Shelter, Operations Center

Notes: Provides radar surveillance facility; contains two AN/UPA-48 PPI (Plan Position Indicator) scopes and aircraft control communications through TSC-53 van.
TSQ-91V 407L Tactical Operations Center
Three-Celled inflatable building (fourth cell can be added) 
Housed 14 Radar Consoles
Computer: Hughes HM 4118

Manual Plotting Boards

Notes: Message Processing Centers (MPC) normally attached to one end of the TSQ-91

TSQ-92 Shelter, Operations

Notes: Consists of desk positions, manually posted plotting boards, and communications equipment. Used by manual ANG TCS units;
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TSQ-93 Operations central

Notes: manual operation; it consists of desk positions, manually posted map displays, and communications equipment.
TYQ-23 Modular Control Equipment (MCE)
6 meter ANSI ISO shelter
Features: 
Four self-contained multicolor operator consoles

Monochrome auxiliary display presenting stored alphanumeric data to supplement the situational display.
Four UHF, three VHF, and two HF radios

SATCOM interface capability 

JTIDS integration and TADIL-J capability 

SINCGARS radio 

Notes: Up to five MCE’s linked by fiber optic cables
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